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SL260 Positions

260H1

260H2

260S 260S
260BD

Door[8’2"]
[9’10"]

*

3.00m
2.50m

260SK

Notes:
• Back doors will not be accessible if 260BD is installed against rear windwalls. 

• Install either 260H1 or 260H2 when using the stage.
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SL260

  64'-0"   

19.51m

  4'-8"

1.44m

  SL260 SKIRT / QTY:1
302 SQ.FT / 28.09 SQ.M

10.66m

    35'-0"

  5'-1"

1.55m

  SL260 HEADER BANNER / QTY:1
178 SQ.FT / 16.52 SQ.M

  13'-0"  

3.95m

  20'-6"

6.25m
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30'-10"

9.40m

    

  17'-6"

5.33m

  SL260 REAR PANEL / QTY:1
539 SQ.FT / 50.10 SQ.M

14.09m

    46'-3"

  5'-1"

1.55m

  SL260 HEADER BANNER / QTY:1 (optionnal)
235 SQ.FT / 21.84 SQ.M

260S

260SK

260H2

260H1

260BD

* Applicable only for units #389 and up.

banner size
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SL260 print size *

* Applicable only for units #389 and up.
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SL260

0.05m
0'-2"     

  0'-2"
0.05m

  

THROUGH FOLDED AND

EYELETS #2 @ 305mm [12"] c/c

SEWN BORDER,

FIRE RESISTANT

NFPA-701

O/S

ALL BANNER MODELS

VISIBLE SIDE (V/S) SHOWN

EYELETS #2 @ 305mm [12"] c/c

THROUGH FOLDED AND

SEWN BORDER

ALL BANNER MODELS EXC. 260BD

A

  B  

  A  

A B

260H1 5'-1" (1.55m) 35'-0" (10.66m)

260H2 5'-1" (1.55m) 46'-3" (14.09m)

260S 20'-6" (6.25m) 13'-0" (3.95m)

260BD 17'-6" (5.33m) 30'-10" (9.40m)

A B

260H1 5'-1" (1.55m) 35'-0" (10.66m)

260H2 5'-1" (1.55m) 46'-3" (14.09m)

260S 20'-6" (6.25m) 13'-0" (3.95m)

260BD 17'-6" (5.33m) 30'-10" (9.40m)SEWING LINE

DETAIL A
SCALE 1 : 3

  
0.03m

  0'-1"

  0'-1"
0.03m

  

requirements:

• PVC webbing must be all in one piece.  
Otherwise, reinforce so that no strain is  
applied to the banner.

• Areas where welds begin and end must be  
reinforced with additional stitching.

• Include 12’’x12’’ trimmings of the same  
material to allow for possible minor repairs.

• Supply one (1) tarpaulin bag for transportation  
purposes and identify its content.

Notes:
• ‘‘ V/S’’ indicates the outside (visible side). 

• ‘‘O/S’’ indicates the inside (opposite side).

• Notes on the drawing take precedence  
on those above.

MATERIAL CHOICES: (must be NFPA 701 & CAN/ULC-S109 compliant): 
70% Open Scrim/18oz Black Vinyl/Backlight Satin White Weave/Poly Flex White Knit

HEADER & LATERAL BANNERS, REAR PANEL  
- FINISHING DETAIL *

260H2260H1 260S 260BD

* Applicable only for units #389 and up.
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SL260 SKIRT - FINISHING DETAIL *
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CAUTION: Compatible with skirt extensions 100-7604 REV # 6 and up.

260SK

requirements:

• PVC webbing must be all in one piece.  
Otherwise, reinforce so that no strain is  
applied to the banner.

• Areas where welds begin and end must be  
reinforced with additional stitching.

• Include 12’’x12’’ trimmings of the same  
material to allow for possible minor repairs.

• Supply one (1) tarpaulin bag for transportation  
purposes and identify its content.

Notes:
• ‘‘ V/S’’ indicates the outside (visible side). 

• ‘‘O/S’’ indicates the inside (opposite side).

• Notes on the drawing take precedence  
on those above.

MATERIAL CHOICES: (must be NFPA 701 & CAN/ULC-S109 compliant): 
18oz Black Vinyl

* Applicable only for units #389 and up.
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SL260

6'-7"

2,01m
36'-7"

11,16m

1'-5"

0,44m

4'-4"

1,31m

1'-3"

0,39m

1'-11"

0,57m
1'-3"

0,38m

13'-4"

4,06m

1,40m

4'-7"

46'-3"

14,10m

Maximum

4'-11"

1.50m

2,49m

8'-2"

6'-4"

1,93m

>ďƐ <Ő >ďƐ <Ő >ďƐ <Ő
dŽƚĂů�DĂƐƐ ϯϬϭϭϱ ϭϯϲϲϬ ϯϰϵϮϭ ϭϱϴϰϬ ϱϬϬϬϬ ϮϮϲϴϬ
DĂƐƐ�ŽŶ��ǆůĞ ϮϮϮϮϯ ϭϬϬϴϬ ϮϱϯϬϵ ϭϭϰϴϬ ϯϰϬϬϬ ϭϱϰϮϮ
DĂƐƐ�ŽŶ�,ŝƚĐŚ ϳϴϵϯ ϯϱϴϬ ϵϲϭϮ ϰϯϲϬ Ͳ Ͳ
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Mass & Dimensions



stageline.com  I  info@stageline.com

tech_drawings-v-SL260-00 -2020        2

SL260

3'-6" to 5'-3"

1,07m to 1,60m

20'-6"

6,25m

13'-0"

3,95m

5'-1"

1,55m

46'-9"

14,25m

34'-1"

10,39m

24'-0" to 25'-9"

7.32m to 7.84m

57'-10"

17,63m

[3.00m x 2.50m]

Door
9'-10" x 8'-2"

Windwall

9'-3"

4'-11"

1,51m

32'-0"

9,74m

7'-9"

2,35m

6'-4"

1,93m2,82m

48'-0"

14,64m

© 2020 - All rights reserved, Stageline Mobile Stage Inc. Any and all forms of adaptation or reproduction of this document including the plans and drawings, in whole or in part, are strictly forbidden 
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front view

WINDWALL

BANNER (For dimensions, please refer to Banner Book)
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3'-6" to 5'-3"

1,07m to 1,60m

20'-6"

6,25m

13'-0"

3,95m

24'-0" to 25'-9"

7.32m to 7.84m

57'-10"

17,63m

38'-5" to 40'-2"

11.71m to 12.24m

Windwall

9'-10" x 8'-2"
Door

[3.00m x 2.50m]

Suggested Active Screen Size

16'-0" x 12'-0"
[4.88m x 3.66m]

or

12'-0" x 9'-0"
[3.66m x 2.74m]

5,34m

32'-0"

9,74m

48'-0"

14,64m

17'-6"

��'-�"

4,��m

© 2020 - All rights reserved, Stageline Mobile Stage Inc. Any and all forms of adaptation or reproduction of this document including the plans and drawings, in whole or in part, are strictly forbidden 
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front view with screen support

WINDWALL

BANNER (For dimensions, please refer to Banner Book)

13'-3"

4,03m
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3'-6" to 5'-3"

1,07m to 1,60m

24'-0" to 25'-9"

7.32m to 7.84m

46'-9"

14,25m

34'-1"

10,39m

6,25m

20'-6"

57'-10"

17,63m

22'-9"

6,92m

1,55m

5'-1"

13'-0"

3,95m

28'-11" to 30'-8"

8,81m to 9,35m

[3.00m x 2.50m]

Door
5'-0" x 7'-4"

Door

[1.52m x 2.24m]
9'-10" x 8'-2"

Windwall

Door
5'-0" x 7'-4"

[1.52m x 2.24m]

3,84m

12'-7"

32'-0"

2,11m

6'-11"

48'-0"

5,25m

1,51m

4'-11"

14,64m

2,82m

9'-3"

2,35m

7'-9"

1,93m

6'-4"

9,74m

17'-3"

19'-8"

5,99m
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front view with covered wing

WINDWALL

BANNER (For dimensions, please refer to Banner Book)
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3'-6" to 5'-3"

1,07m to 1,60m

 
17'-9"

5,40m

 
18'-2"

5,53m

 
18'-3"

5,57m

beam

Rigging Pipe

(1.07m x 

T1s

T2

Rigging Pipe

Windwall

2.13m)

Rigging Pipe

Rigging Pipe

Door
3'-6" x 7'

Front overhang

T2

1,34m

4'-5"

7,31m

24'-0"

5,25m

5.81m

19'-1"

5,69m

18'-8"  5,81m

19'-1"
 

6,15m

 

17'-3"

8.81m to 9.35m

28'-11" to 30'-8"

3'-4" 1,62m

5'-4"

1,01m

9,48m

31'-1"

20'-2"

28'-5"

8,66m

© 2020 - All rights reserved, Stageline Mobile Stage Inc. Any and all forms of adaptation or reproduction of this document including the plans and drawings, in whole or in part, are strictly forbidden 
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Side view

WINDWALL
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3'-6" to 5'-3"

1,07m to 1,60m

 
17'-9"

5,40m

 
18'-2"

5,53m

 
18'-3"

5,57m

38'-6" to 40'-3"

11,73m to 12,26m

14'-�"

4,��m

�6"
�,��m

beam

Rigging Pipe

(1.07m x 

T1s

T2
T2

Windwall

2.13m)

Rigging Pipe

Rigging Pipe

Door
3'-6" x 7'

Front overhang

Rigging Pipe

8,66m

28'-5"

6,14m

�,��m

 

8'-0"

2,44m

5,82m

19'-1"

5,69m

 

5,81m

 

7,31m

5,25m

 

24'-0"

��'-1"

18'-8"
19'-1"

17'-3"

20'-2"

4'-5"

1,35m
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Side view with screen support

WINDWALL

&OHDUDQFH�EHWZHHQ�
5LJJLQJ�SRLQW�
DQG�URRI�HGJH
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3'-6" to 5'-3"

1,07m to 1,60m

 
17'-9"

5,40m

 
18'-2"

5,53m

 
18'-3"

5,57m

Rigging Pipe

T2
Rigging Pipe

T1s

Rigging Pipe

Rigging Pipe

Windwall

2.13m)

Door
3'-6" x 7'
(1.07m x 

T2

9,75m

32'-0"

4'-0"

1,22m

24'-0"

5,25m

 

6,14m

5,69m
5,81m

 

8.81m to 9.35m

28'-11" to 30'-8"

5.81m

1,62m

5'-4"

7,31m

1,01m

3'-4"

9,46m

31'-1"

19'-1"

18'-8"
19'-1"

17'-3"
 

20'-2"

32'-6"

9,90m

Front overhang
beam
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Side view with extension

WINDWALL
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T2

3'-4"

1,01m

24'-0"

7,31m1,34m

4'-5"

5,81m

19'-1"
 

6,15m

 

8.81m to 9.35m

28'-11" to 30'-8"

9,48m

1,62m

5'-4"

31'-1"

20'-2"

28'-5"

8,66m

Front overhang
beam
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side view with covered wings

WINDWALL
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12'-4"

3,75m

 31'-11"

9,74m

 

4'-3"

1.31m

4'-11"

1,50m

CL

57'-10"

17,62m

2'-5"

0,74m

1'-5"

0,44m

10,27m

33'-8"

1,44m

2,97m

9'-9"

14'-7"

2,37m

7'-9"

4,45m

2,97m

9'-9"

8,30m

27'-3"

0,89m

2'-11"

1,93m

6'-4"

2,44m

8'-0"

4'-9"

46'-4"

14,13m

DOWNSTAGE
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Roof view

WINDWALL
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Side Overhang Rigging Beam

Roof

DOWNSTAGE
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Roof view with covered wings

WINDWALL
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floor view

CAPACITY: 125lbs/ft² (610kg/m²)
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extended floor view

CAPACITY: 125lbs/ft² (610kg/m²)
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1,22m
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9,75m

DOWNSTAGE
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floor view with covered wings

CAPACITY: 125lbs/ft² (610kg/m²)
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2'-6"

0,76m
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2,70m
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3,46m

10'-4"
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3"

0.08m
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9,59m

4"

0.10m
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4"

0.10m

8"

0.19m
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4000lb

4200lb
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(730kg)
1600lb
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1600lb
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Dead load ground suppport

FLOOR STABILIZERS, EXTENSIONS AND LEVELLING JACKS
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48'-0"
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24'-0"

7,31m

48'-0"

14,64m

32'-0"

9,75m
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7,31m
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9,75m
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15,86m

24'-0"

7,32m

56'-0"

17,08m

32'-0"

9,75m

8'-0"

2,44m

52'-0"

15,85m

Standard Configurations Covered Wings Configurations
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extension platform layouts

PLATFORMS
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A thorough understanding of the  
inter-related loadings shown in this  
rigging plan is needed in order to safely 
use this mobile stage roof and take  
full advantage of the many rigging  
opportunities it offers.
This mobile stage roof offers a variety of rigging options with regard 
to load capacity, placement and type.

There are rigging pipes, trusses, roof rigging points and side 
overhang rigging beams.

This rigging plan locates and defines these rigging features, includes 
load capacity for each and describes maximum combinations of loads 
amongst features.

Take note of exclusions, maximum sub-totals in a group, load balance 
requirements, maximum lifting capacity of roof and maximum rigging 
load on roof.

The maximum load on the roof is less than the sum of the maximum 
load on each rigging feature.

Refer to Operator’s Manual for procedures in regards to proper 
setup and setup methods of the stage and its options.

RIGGING PLAN  1/4

The information contained in the current document is final and must be considered as such. They are derived from design briefs and summarized to help the user plan rigging configurations safely. It is therefore mandatory that the user follows and respects the capabilities and limitations 
described herein. Overloading of stage components above their specified capacity may result in structural failure, equipment damage, injury or death. Stageline cannot be held responsible if the user, himself or subcontractors under his supervision, derogate from this document and/or 
the approved rigging plan. If a desired configuration cannot meet these requirements, the user must contact Stageline to analyse the case and obtain further instructions. Special restrictions and limitations may apply.

Certain authorities may require that a rig configuration plan, signed and sealed by a recognized member of a professional body, be available to allow the stage to be setup on their territory. This document was not intended to and cannot be used or considered as an official document or 
certificate to serve this purpose. Contact responsible authorities or Stageline for details.
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Front overhang

Screen Support *

beam

Line Array *
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Side overhang

Truss T2

Truss T1

Truss T1

beam

Front overhangFront overhang

beam

Front overhang

beam

Rigging pipe

Rigging pipe

Banner

support *

RIGGING PLAN  2/4

ROOF

FLOOR * Optional items, see stage specifications.

Rigging Restrictions
• MAXIMUM LOAD BEARING CAPACITY: 18000 lb (8391 kg). 

All corner posts must be installed and pinned, and telescopic 
columns pinned and secured.

• Total load of P14 to P17 on each side must not exceed 2225 lb 
(1009 kg) once all corner posts have been installed and lateral 
banners are installed. Capacity can be increased to 2500 lb 
(1134 kg) if all corner posts are installed and lateral banners are 
not installed.

•  Never load downstage T2, P12 and P13 when using screen support. 

•  Maximum load capacity of the screen support is 4500 lb (2040 kg).

•  Load on P12 FOHs must be uniformly distributed, with a maximum 
load of 350 lb (159 kg). 

•  Load on P13 FOHs must be concentrated at steel hook (location 
shown on diagram). 

•  Total load on both P12s and P13s must not exceed 1500 lb (680 kg).

•  Do not load more than 30 lb/lin. ft (45 kg/lin. m) per rigging pipe.

•  Never use rigging pipes concurrently with P11s on a given 
roof panel.

• T1 and T2 trusses may be used as rigging bars, i.e. with a 
distributed load of 30 lb/lin. ft (45 kg/lin. m). 

LIFTING RESTRICTIONS
• MAXIMUM ROOF LIFTING CAPACITY: 12000 lb (5443 kg).

• Maximum asymmetric load difference between downstage and 
upstage roof must not exceed 2000 lb (907 kg) including loads on 
T1 trusses.

• When lifting, make sure loads are evenly divided between right 
and left side of roof.

• Raise screen only when roof is lifted with corner posts and 
telescopic columns pinned and secured. 

Notes:
• Outside diameter of rigging bars and of lower chord of trusses is 

2’’ (5 cm). 

• Distance between rigging pipe and roof is 4’’ (10 cm). 

• Line array rigging beams are reversible.
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weight-loading-at-points1.png (Image PNG, 794 × 1123 pixels) - Redime... http://www.hirehop.co.uk/blog/wp-content/uploads/sites/4/2013/09/weigh...
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UDL CHARTMAXIMUM LOAD CAPACITY

Point No. Lbs Kg Point No. Lbs Kg Point No. Lbs Kg

P1 1000 454 P9, P10 500 227 P18 * 1500 680

P2 750 340 P11 1000 454 P19 * 2250 1020

P3 600 272 P12 350 159

P4 500 227 P13 750 340

P5, P6 1000 454 P14 *, P15 * 2000 907

P7 750 340 P16 2500 1134

P8 600 272 P17 2000 907
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Load P5
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Load P9
Capacity P9

Load P10
Capacity P10+ + + + < 1.00Truss T2* *  :

* * Optional items, see stage specifications.
* * Valid for symmetric loads only. In other cases, contact Stageline for assistance.

+
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When calculating the load on A SL260 truss, use following method.
Each truss in the roof must be visualized as 2 trusses put together that share a center point.

Example: T2 on a SL260. 
Points from left to right are P5’, P6’, P7’, P8’, P9’, P10, P9, P8, P7, P6, P5. We will only verify loads on 1 side of the truss, Meaning P5 thru P10.

Calculation example #1: 
1 lighting truss on 2 motors, total uniformly distributed weight of 
the truss is 1300lbs.  
Each motor will be hung from the P5 points.

- 0.50 x 1300 (50% of weight, see UDL chart) /
1000 (the capacity of the P5 on the T2 truss) = 0.65

- 0.65 = 65 %, as 1.00 would equal 100 %.

So the T2 truss is at 65 % of its total capacity.

Calculation example #2:
1 lighting truss on 3 motors, total uniformly distributed weight of 
the truss is 1300lbs.  
The motors will be hung from P5’, P10, P5.  

-  P5 
  0.19 x 1300 (19% of weight, see UDL chart) / 1000 (capacity P5) 
= 0.25, so this one point will use 25 % of the truss capacity.

-  P10
 0.62 x 1300 (62% of weight, see UDL chart) / 500 (capacity P10) 
= 1.61, 161 % of truss capacity.

Now that we have the loads for both points, we add them together 
to determine the total load on the truss.

0.25 + 161 = 186 
So the T2 truss is at 186 % of its total capacity.

Calculation example #3:
1 lighting truss on 4 motors, total uniformly distributed weight of 
the truss is 1300lbs.  
The motors will be hung from P5’, P8’, P8 and P5.  

-  P5 
  0.13 x 1300 (13% of weight, see UDL chart) / 1000 (capacity P5) 
= 0.17, so this one point will use 17 % of the truss capacity.

-  P8
 0.37 x 1300 (37% of weight, see UDL chart) / 600 (capacity P8) 
= 0.8, 80 % of truss capacity.

Now that we have the loads for both points, we add them together 
to determine the total load on the truss.

0.17 + 0.8 = 0.97 
So the T2 truss is at 97 % of  its total capacity.

RIGGING PLAn  4/4
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WINTER CONDITIONS WITH BALLASTWINTER CONDITIONS WITHOUT BALLASTSTANDARD CONDITIONS

STAGELINE ThRESHOLD CHART *
 

MODEL FORECASTED 
WINDS

FORECASTED 
WINDS

PLANNED OR  
RECORDED WINDS

PLANNED OR 
RECORDED WINDS

LIGHTNING IN 
A RADIUS OF

SL 75
SL 100
SL 250
SL 260
SL 320

• Open windwall doors

• Stabilize any equipment hanging 
from the roof 

• Open windwall doors

• Land audio gear to the floor 

• Raise lighting equipment in the roof

• Land screens to the floor

• Remove banners

• Remove stage skirts

• Remove screens and secure all 
equipment to avoid swaying

• Unhook or cut the windwalls 

• Clear all personnel in a radius 
of 100’ (45m) around the stage

•  Clear all personnel from the stage 

SAM 440
SAM 550
SAM 555

• Open windwall doors

• Stabilize any equipment hanging 
from the roof

• Open windwall doors

• Land audio gear to the floor 

• Raise lighting equipment in the roof

• Land screens to the floor

• Drop retractable windwalls & banners (if 
applicable)

• Remove banners (if retractables banners 
not installed)

• Remove stage skirts

• Remove screens and secure all 
equipment to avoid swaying

• Unhook or cut the windwalls 

• Clear all personnel in a radius 
of 100’ (45m) around the stage

• Clear all personnel from the stage 

SAM 450
SAM 575
SAM 750

• Open windwall doors

• Stabilize any equipment hanging 
from the roof

• Open windwall doors

• Land audio gear to the floor 

• Raise lighting equipment in the roof

• Land screens to the floor

• Drop retractable windwalls & banners 

• Remove stage skirts

• Remove screens and secure all 
equipment to avoid swaying

• Unhook or cut the windwalls 

• Clear all personnel in a radius 
of 150’ (68m) around the stage

• Clear all personnel from the stage 

PROMOBILE

• Open windwall doors

• Stabilize any equipment hanging 
from the roof

• Open windwall doors

• Land audio gear to the floor 

• Raise lighting equipment in the roof

• Land screens to the floor

• Remove banners

• Remove stage skirts

• Remove screens and secure all 
equipment to avoid swaying

• Clear the public from the stage

• Unhook or cut the windwalls 

• Clear all personnel in a radius of 100’ 
(45m) around the stage

• Clear all personnel from the stage 

HY TOWER
• Stabilize any equipment hanging 

from the tower
• Land audio gear to the floor

• Land screens to the floor

• Land cages to the floor 

• Secure cages in place

• Clear all personnel in a radius 
of 100’ (45m) around the tower

• Clear all personnel from the tower

FOH2424
CAMERA 
CONDO

• Open and attach the windwalls 
to the posts.

• Remove windwalls. • If windwalls are not open : Clear all 
personnel in a radius of 100’ (45m) 
around the structure

• Clear all personnel in a radius 
of 100’ (45m) around the structure

• Clear all personnel from the structure

 Minimum amount of workers needed to complete the tasks in a timely manner (to be planned by client).
If the weather clears, the stage must be  

inspected before releasing it to the client.

40-50 
KM/H

25-30 
MPH

>50 
  KM/H

>30 
  MPH

>65 
  KM/H

>40 
  MPH

>80 
  KM/H

>50 
  MPH

12  KM
8 

MILES

x2 x2

x2 x2

*  It is the client’s responsibility to closely monitor the weather throughout the entire duration of the event with the assistance of professional meteorological services.  
Production is responsible for the presence of qualified personel on the site that are able to respond to our Threshold Chart’s requirements. 

Refer to “SMS4000_Wintertime_special_measures_R1” for important guidance on using your Stageline equipment during winter.


